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Your suit has been designed to provide you with the highest degree of comfort and
convenience. Since 1956 we have been constructing suits with the pnest quality materials
and design and production excellence; we are certain that your suit will be everything you
hoped for and more.

Each Whites Drysuit is individually inspected and tank tested before it leaves our factory
to ensure the highest quality.

From time to time your suit, including its valves,
zippers and seals, may require professional
service. If, for any reason, you suspect
that service is required, or your suit
and/or its components do not
perform as they should, then
you should immediately
discontinue its use and
have it evaluated and/or
serviced at your authorized
Whites dealer.

A little effort goes
a long way to keep-
ing your suit in top
form. Please take a
moment to familiarize
yourself with the care,
maintenance and
warranty information.
If you have any questions
about your suit, please do
not hesitate to contact your
authorized Whites dealer to
assist you.
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This is not a diving instruction manual, nor does it eliminate the necessity for obtaining
professional instruction in the operation of a Whites drysuit and diving certification.
The user is therefore advised to obtain such instruction as well as familiarizing him or
herself with the information contained in this manual prior to operation of any drysuit.
Complete instruction may be obtained at any authorized Whites drysuit dealer.

1 Complete a drysuit diving course from an instructor and stay current.

2 Always use a buoyancy compensation device
when diving with a drysuit.

3 Know your equipment and emergency procedures.

4 Practice your drysuit diving skills under controlled
conditions until they become second nature.

5 Dive with a buddy who understands your drysuit system.

6 Use the correct amount of insulation for the water
temperature you are diving in and your exercise rate.

7 Don't weight yourself heavier than neutral buoyancy with
an empty tank. Your weighting should allow you to make
a safety stop at pfteen feet upon completion of your dive
with a tank containing 500 psi of air or less.

8 Inspect your valves, zipper and seals for proper
performance before each dive.

9 Perform preventative maintenance and repairs on your suit and
valves regularly, or have them serviced by a qualiped individual.

10 Know your limitations and do not exceed them.
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Improper use or misuse of this drysuit could result in the loss of buoyancy control, including
uncontrolled descents and uncontrolled rapid ascents, resulting in drowning, decompression
sickness, or air embolism.

Improper use or misuse of this drysuit could result in exposure to thermal hazards, including
rapid body overheating or cooling, resulting in stroke or seizure.

Do not use the drysuit as a lift bag. If you use the drysuit as a lift bag and lose the grip on the
object, you may become excessively buoyant. This may result in rapid ascent.

Rapid ascent is dangerous and may cause air embolism or decompression sickness, either
of which can result in serious injury or death.
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All standard Whites drysuits are covered by a Two Year Warranty offered to the original
purchaser on workmanship with a One Year Warranty on materials. Whites offers a Three Year seam
Warranty to the original purchaser of drysuits that have Whites Seam Fusion Technology
or Whites welded tape seams built into their drysuits. Warranty is limited to the repair or
replacement of Whites products at our option. Drysuits purchased for rental carry a One Year
Warranty on materials and workmanship. All above warranties do not cover damage caused by
excessive or abusive wear and tear, fading, misuse or negligence. Thiswarrantyisinvalid if unauthor-
ized repairs have been carried out. Tailor made drysuits and wet suits are covered for 30 days on pt.
Drysuits used for professional or commercial use are covered under warranty for 30 days.
Repairs or alterations not covered by warranty will be billed to the customer. Factory seconds
and clearance suits sold at a discount carry no warranty. Drysuit zippers and seals are exempt
from warranty.
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Note: For shell suits
with neoprene tuck
seals see pages 8-9
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On shell drysuits, adjust suspenders for a snug, yet comfortable, pt. The suspenders should
hold the suit up in the crotch.

For suits with ankle seals, carefully slide your feet through the ankle seals. It is easiest to sit
while doing this. Do not force your foot through the opening as this may tear the seal. Push your
foot partially through, then use your pngers to carefully stretch the ankle seal over your foot.*

Make sure the seal is sitting yat against your ankle for the best seal and comfort.

Push hands through the latex or neoprene wrist seals, using your free hand to expand the
wrist opening. Use thumb loops on underwear to hold garment in place, eliminating bunching.
Tuck undergarment thumb loops back under seal after your hand has been

pushed through.

Using both hands, stretch the neck seal over your head.

Have your dive buddy carefully zip you up.

Be careful not to catch undergarments in zipper teeth, as this will damage zipper, resulting
in leaks. If the zipper does not slide smoothly, check for fabric in zipper path.

Do not force zipper closed.

Suit ptting correctly.

* Use talcum powder or baby powder if the seals are too difpcult to slide on.
When removing a back-entry drysuit, follow the same steps as above in reverse.
Hint for removing ankle seals: Find a seat and pull suit down inside out. Slide pngers inside

ankle seal and stretch over foot. Do not stand on the leg of the suit and force your
foot through, as this will damage the ankle seal.

Warning: Avoid sharp objects (rings, earrings, pngernails) when donning suits

with latex seals.
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1 On shell drysuits, adjust suspenders for a snug, yet comfortable, pt. The suspenders
should hold the suit up in the crotch.

2 For suits with ankle seals, carefully slide your feet through the ankle seals. It is easiest to
sit while doing this. Do not force your foot through the opening as this may tear the seal.
Push your foot partially through, then use your pngers to carefully stretch the ankle seal
over your foot*.

3 Make sure the seal is sitting yat against your ankle for the best seal and comfort.

4 Push hands through the latex or neoprene wrist seals, using your free hand to expand the
wrist opening. Use thumb loops on underwear to hold garment in place, eliminating bunching.

5 Tuck undergarment thumb loops back under seal after your hand has been
pushed through.

6 Adjust suit on torso, so neck seal and any slack rest on your left shoulder.

7-8 Using both hands, stretch the neck seal over your head.

9 Grab suit material beside zipper with left hand and pull suit down to allow a better zip angle.
10 Pull zipper closed with right hand, being careful not to catch undergarments in zipper teeth.
11 Suit ptting correctly.

* Use talcum powder or baby powder if the seals are too difpcult to slide on.
When removing a self-entry drysuit, follow the same steps as above in reverse.

Hint for removing ankle seals: Find a seat and pull suit down inside out. Slide pngers inside
ankle seal and stretch over foot. Do not stand on the leg of the suit and force your
foot through, as this will damage the ankle seal.

Warning: Avoid sharp objects (rings, earrings, pngernails) when donning suits
with latex seals.
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1-2 Stretch neoprene over head, using both hands to expand seal.

3-4 Grab top 1 1" to 2" of seal and fold under all the way around neck seal to create a smooth
rubber seal against your skin.

5 A properly ptted neoprene tuck seal must be snug, to keep water out. However, a seal that
is too tight can be dangerous. Have your dealer check the pt on your neoprene neck seal
before your prst dive.

When removing a suit with neoprene seals, be sure to roll the seal out prst so the nylon is

against your skin. The nylon surface will slide much easier against your skin and hair than

the rubber surface.




